
 

RJ11 6P4C Telephone Duplex

RJ11 6P4C Telephone Duplex

Dimensions
- Depth 55 mm 
- Height 22 mm 
- Width 60 mm
- 1 Input 2 Outputs 

Construction Materials
- Housing High Impact Flame Retardant Plastic.
- PCB FR4
- Spring Wire Phosphor Bronze Alloy Plated W/50 Micro-Inch of Gold
- Over 70 ~ 100 Mirco-Inch of Nickel

GENERAL SPECIFICATIONS
- Color Ivory

MECHANICAL SPECIFICATIONS
- Conductor Gauge 22 AWG | 24 AWG
- Termination Life 522 Cycles
- Total Contact Force > 100 Grams Per Contact Wire Lead
- Retention 50 N(11 Ibf ) For 60s ± 5s
- Durability 750 Cycles Min.
- Relative Humidity Operation Max. Non Condensing 93%
- Plug Insertion Life Test Plug IEC 60603-7 compliant plug
- Plug Retention Force, Minimum 30 lbf | 133 N

ELECTRICAL CHARACTERISTICS
- Insulation Resistance 1000 MOhm Min.
- Contact Resistance 20 MOhm.

ENVIRONMENTAL SPECIFICATIONS
- Temperature Rating -40ºC to + 70ºC (-40 °F to + 158 °F)
- Operating Temperature -10ºC to + 60ºC ( 14 °F to + 140 °F)

SPECIFICATIONS

P/N Description
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