
CAT6 FTP CABLE

•  Outdoor Appl icat ions
•  Cat-6 4-pair
•  Ant i-UV PVC (CMX) Jacket
•  Insulat ion Mater ial :  HD-PE (stronger intermolecular
  force and tensi le strength than LLDPE)
•  Conductor:  Bare Copper 23AWG

FEATURES:

Size
Drain wire
Material

Average Thickness
Diameter

Colors

Elongation

Tensile Strength
Latin Cross (PE) 4.8 x 0.35mm

ANSI/EIA/TIA 568-C.2 & ISO/IEC 11081, UL 568.C.2

Material

Thickness

Diameter
Colors

Construction
Conductor

Insulation

Separator

Jacket

Standards

1/0.575 ± 0.01mm Bare Copper
23AWG / Cond. Diam.= 0.575mm
0.50 mm

0.222 mm
Minimal Thickness 0.198 mm

HD-PE
1.02 mm +/- 0.01 mm

Blue / White-Blue
Orange / White-Orange

Brown / White-Brown
Green / White-Green

Min. 300%

Min. 1.682Kg/mm2

Min.: 0.53 mm

Max. Avg: 0.57mm
6.0 ± 0.2
Black

Anti UV resistant PVC (CMX)

Item Specification

SPECIFICATION

CAT 6 FTP CABLE, OUTDOOR

1. Conductor Resistance

3. Capacitance Unbalance
4. Mutual Capacitance
5. Premise Cable Electrical Table

2. Resistance Unbalance MAX 5%
MAX 330pF/100m

TIA Cat -6 Perm.Link
MAX 560pF/100m

MAX 9.38 Ω/100m at 20º

ELECTRICAL CHARACTERISTICS



Max. nS nS MHz
1 3 65.0 19.1 62.0 64.2 62.0 59.0 61.2
4 3.5 64.1 21.0

21.0
21.0

60.6 52.1 61.8 58.3 49.1
8 5 59.4 54.4 46.1 57.0 52.1 43.1
10 5.5 57.8 52.3 44.2 55.5 49.9 41.2
16 7 54.6 20.0 47.6 40.1 52.2 45.2 37.1
20 7.9 53.190m 498 44 19.5 45.2 38.2 50.7 42.8 35.2
25 8.9 51.5 19.0 42.7 36.2 49.1 40.2 33.2

31.25 10 50.0 18.5 40.0 34.3 47.5 37.6 31.3
62.5 14.4 45.1 16.0 30.8 28.3 42.7 28.3 25.3
100 18.6 41.8 14.0 23.3 24.2 39.3 20.7 21.2
200 27.4 36.9 11.0 9.6 18.2 34.3 7.0 15.2
250 31.1 35.3 10.0 4.2 16.2 32.7 1.6 13.2

dB dB dB dB dB dB dB dB

Length Freq. NEXT RL ACR-N PS
ACR-N

PS
ACR-FACR-FProp.

Delay
Delay
Skew

PS
NEXT

Insertion
Loss

CAT-6 Cable FTP,Outdoor, BLACK

P/N Description

CST-6024

ORDER INFORMATION

CAT6 FTP CABLE


