
110 CONNECTING BLOCK

DESCRIPTION

110 CONNECTING BLOCK 

110 connect ing blocks ut i l ize double-ended insulat ion displacement contacts ( IDC) that terminate 

22-26AWG sol id or stranded wire. The blocks are avai lable in   4 and 5-pair  s izes with industry-standard 

color coding.

FEATURES

•  Standard f ive-pair  color-coded t ips 

•  Terminates using 22-26AWG sol id conductor cable

•  Exceeds the ANSI/TIA/EIA-568-B.2 Category 5e

SPECIFICATIONS

•  Exceeds the ANSI/TIA/EIA-568-B.2 Category 5e 

• Performance Category: Data/Voice

• Product Fi ts Into: 110 Wir ing Blocks

• Mater ial :  Polycarbonate UL94V-0

• Mater ial :  Phosphor Bronze 90/10 Tin Lead Plat ing

• Depth (Metr ic):  17mm (4P), 18,5mm (5P)

• Height (Metr ic):  .30mm (4P), 38mm (5P)

• Width (Metr ic):  6mm (4P), 6mm (5P)

P/N Description

CCB-1441  110 Connecting Blocks 4-pair

CCB-1541  110 Connecting Blocks 5-pair

ORDER INFORMATION


