
Outer jacket   PVC
Core    Galvanised steel
Colour    Black or grey**
Temperature range  Stat ic:  -25°C to +105°C
   Flexing: -5°C to +105°C
System IP rat ing  IP68

FLEXIBLE METALLIC
LIQUIDTIGHT CONDUITS

DESCRIPTION
•  Universal conduit  for al l  l iquidt ight appl icat ions requir ing
  good mechanical  strength and f lexibi l i ty.
•  Superior temperature rat ings
• Hot dipped zinc galvanized low carbon steel core
• Sunl ight resistant
• JSB plast ic external coated f lexible metal  conduit
•  High mechanical  stabi l i ty

APPLICATIONS
•  Protects electr ical  and opt ical  f iber
• Designed for use as a receway for power cables
• Designed for use control  and comunicat ion cables
• High temperature use
• Machine tool  wir ing appl icat ions
• Ideal for cold cl imate instal lat ions
• Direct bur ial  and concrete embedment
• Si te l ight ing and other outdoor wir ing jobs

TECHNICAL INFORMATION 

PLASTIC EXTERNAL COATED FLEXIBLE METAL CONDUIT

ORDER INFORMATION

1/4'   6.20  6.70  11.40  11.90  35  50

3/8"  12.30  12.80  17.50  18.00  60  50

1/2"  15.80  16.30  20.80  21.30  85  50

3/4"  20.70  21.20  26.30  26.70  100  50

1"  26.20  26.80  32.70  33.40  150  100

1-1/4"  34.80  35.40  41.40  42.20  180  50

1-1/2"  40.10  40.60  47.40  48.30  220  50

2"  51.30  51.90  59.40  60.30  250  50

2-1/2"  63.00  63.60  72.10  73.00  300  50

3"  78.00  78.70  87.90  88.90  450  50

4"  101.60  102.60  113.20  114.30  600  50

Outer Diameter Over Jacket (mm)

MaxMin

Bending Radius

Min (mm)

Length of Rol l

Meter

Inner Diameter (mm)

MaxMin
SizeP/N

CFS-2532

CFS-3732

CFS-5032

CFS-7532

CFS-0131

CFS-2632

CFS-5132

CFS-0232

CFS-5232

CFS-0332

CFS-0432


