
FEATURES

•  Ful l  speed 1G non-blocking switching
• 2048 MAC address table
• Integrated port  monitor ing, port  mirror ing, port  rate l imit ing, port  SLA, etc
• Support  auto polar i ty detect ion of Ethernet ports (AUTO MDIX)Integrated IEEE802.1p QoS 
with four level pr ior i ty queues

SPECIFICATION

•  Fiber port :1 GPON interface, SC single-mode/single-f iber,  Downstream rate 2.5Gbps,       
Upstream rate 1.25Gbps
• Wavelength: 1310nm,1490nm
• Fiber interface:SC/PC
• LAN:1/10/100/1000Mbps adapt ive Ethernet ports,  ful l /hal f  duplex, RJ45 interface
• Throughput:Throughput can reach 900Mbps or more DC power:12V 0.5A, external AC-DC 
power adapter
•  Power :≤8W
•  Operat ion :Working temperature: -5～+55℃  working humidi ty:10～90％(non-condensat ion)
• Storage:Storage temperature: -30℃～+60℃  storage humidity:  10～90％(non-condensat ion)
• Dimension:124/80/20mm(length/width/height)
•  Net weight:  200 gr

DESCRIPTION:

ONU BRIDGE 1GE

FTTH GPON ONU BRIDGE 1GE

GPON ONU is designed for FTTH and networking service providers.
I t  is high stabi l i ty and easy to maintain, has mult i -service QoS qual i ty guarantee. And I t  is 
ful ly compl iant with technical  regulat ions such as ITU-T G.984.x and technical  requirement 
of GPON Equipment.

FTTH GPON ONU BRIDGE 1GE

P/N

CON-1215

ORDER INFORMATION


