
GPON ONU 4GE+CATV+IFI+2TEL

DESCRIPTION

TYPICAL APPLICATION

ONU CSP-2414GW (4GE+2POTS+RF+Wi-Fi)  ser ies is a FTTH bandwidth access equipment .Based on 
mature and stable GPON technology, i t  has powerful  funct ions with high stabi l i ty ,QoS guarantee ,com-
prehensive management and f lexible networking construct ion, etc.  ONT CSP-2414GW series is ful ly 
compatible with ITU-T G.984 technology standard.
I t  adopts single f iber WDM technology with downl ink wavelength 1490nm, upl ink wavelength 1310nm .I t  
only needs one-core f iber to transmit  data service.
ONU CSP-2414GW series has 1 PON port  ,  2 POTS port ,  four 10/100/1000BASE-T ports and one CATV 
output,  support  Wi-Fi  funct ion.

•  Ful l  compatible with ITU-T G.984 
• Support  two POTS
• Support  four GE auto-adapt ing Ethernet ports
• Support  one CATV output
• Support  one 802.11 n/b/g WiFi port
•  Support  OMCI and TR069 for remote management
• Support  Web for local management
• Support  Auto-negot iat ion and MDI/MDIX 
• Support  the Ethernet interface rate, working mode and f lows control
•  Support  loopback at UNI
• Support  packet f i l ter ing and ant i- i l legal message attack protect ion
• Support  performance stat ist ics of Ethernet l ines
• Support  VLAN tagged label processing, t raff ic c lassi f icat ion and packet f i l ter ing, STP/RSTP etc.
•  Support  DHCP Option60 report ing the locat ion information of the Ethernet interface
• Support  PPPoE+ for accurate subscribers ident i f icat ion
• Support  H.248,MGCP and SIP protocol
•  Support  IGMP Snooping
• Support  AES-128
• CATV support  turn on/off  RF output remotely

• Typical  Solut ion:FTTH,FTTO, PON+EOC
• Typical  Business:INTERNET, VOICE, CATV, IPTV, VOD, IP Camera, Wi-Fi
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Item Parameter
1*GPON port ,  FSAN G.984.2 standard, Class B+
Downstream Data Rate:2.488Gbps
Upstream Data Rate:1.244Gbps
SC/PC single mode f iber
28dB Link loss and  30KM distance with 1:128

1 RF output
Female F-Type Connector

2*RJ11 with 3REN
Max 1km distance
Balanced Ring, 55V RMS

4*10/100/1000Mauto-negot iat ion
Ful l /hal f  duplex mode
RJ45 connector
Auto MDI/MDI-X
100m distance

Wavelength: Tx 1310nm, Rx1490nm
Tx Optical  Power: 0~4dBm
Rx Sensit iv i ty:  -27dBm
Saturat ion Optical  Power: -3dBm
Connector Type: SC

PON Throughput:  Downstream 950Mbps; Upstream 930Mbps
Ethernet:  1000Mbps
Packet Loss Rat io:  <1*10E-12
latency: <1.5ms

Layer 2 wire speed switching
Support  VLAN TAG/UNTAG,VLAN conversion
Support Port-based speed l imitat ion
Support  Pr ior i ty classi f icat ion
Support  storm control  of  broadcast
Support  l ink detect ion

Standard compl iant OMCI interface as def ined by ITU-T G.984.4
Support TR069 and WEB management

Status monitor,  Conf igurat ion management,  Alarm management,
Log management
Plast ic casing
External 12VDC/1A power supply adapter
Power consumption: <9W
Item Dimension:200mm(L) x 140mm(W) x 33mm (H)
Item weight:0.5kg
Operat ing temperature: 0 to 50ºC
Storage temperature: -40 to 85ºC
Operat ing humidi ty:  10% to 90%(Non-condensing)
Storage humidity:  5% to 95%(Non-condensing)

12V DC Power supply
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